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ORNILUX® – BIRD FRIENDLY
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ORNILUX® design – reflective  markings – optional heat treatable
ORNILUX® design dots oHT 2), 3) reflective :6 5,7 89 85 8 8 99 31 6 15
ORNILUX® design lines oHT 2), 3) reflective :66.2 5,4 83 73 11 10 98 36 13 30
ORNILUX® design dots N34 oHT // reflective :4 / 16 / :4 1,1 81 64 12 12 98 32 24 20
ORNILUX® design lines N34 oHT // reflective 6: / 16 / :4 1,1 77 61 13 14 98 36 26 25
ORNILUX® design dots N34 oHT /// reflective :4 / 14 / :4 / 14 / :4 0,6 74 55 15 14 97 32 40 30
ORNILUX® design lines N34 oHT /// reflective 6: / 14 / :4 / 14 / :4 0,6 70 52 16 16 97 38 / -2 / -7 42 35
ORNILUX® mikado – transparent markings – optional heat treatable
ORNILUX® mikado N10 oHT // 4) neutral 4: / 16 / :44.2 1,0 66 48 25 25 96 38 / -2 / -6 30 35
ORNILUX® mikado N34 oHT // 4) neutral 4: / 16 / :44.2 1,1 77 61 15 14 98 38 / -2 / -7 28 30
ORNILUX® mikado A71 oHT // 4) neutral 6: / 16 / :44.2 1,0 66 36 15 17 96 39 / -2 / -6 30 35
ORNILUX® mikado A61 oHT // 4) neutral 6: / 16 / :44.2 1,0 58 32 14 15 93 39 / -2 / -6 30 35
ORNILUX® mikado A51 oHT // 4) neutral 4:6.2: / 16 / 4 1,0 51 26 16 12 91  - 30 35
ORNILUX® supermikado neutral :66.2 5,4 79 71 16 16 99 36 13 30
ORNILUX® mikado N34 oHT /// 4) neutral 4: / 14 / :4 / 14 / :44.2 0,6 70 51 17 17 97  - 44 40
ORNILUX® mikado A71 oHT /// 4) neutral 6: / 14 / :4 / 14 / :44.2 0,6 60 33 17 18 95  - 46 45
ORNILUX® mikado A61 oHT /// 4) neutral 6: / 14 / :4 / 14 / :44.2 0,6 52 29 16 17 92  - 46 45
ORNILUX® mikado X60 oHT /// 4) neutral 6:6.2: / 14 / 4 / 14 / :4 0,6 52 24 16 16 93  - 49 50

2) These ORNILUX® design constructions were successfully tested in the flight tunnel test in Hohenau-Ringelsdorf/Austria with markings on level 1. Further information on request. 3) Technical data for monolithic superstructures are approximate. 


