
Every year, several hundred million birds die after colliding with 
glass surfaces. The reflective and transparent properties of glass 
make windows and facades dangerous for birds, because they 
do not recognise them as an obstacle in good time. Worldwide, 
bird strike is a major factor contributing to the decline in the bird 
population, second only to the destruction of habitats.

In ORNILUX® design, arcon has developed a solution that can 
reliably and significantly reduce bird strike. At the same time, 
the metal coating in ORNILUX® design allows a modern look for 
facades. Due to the maximum contrast in both reflection and 
transmission, the birds notice the glass pane in good time and 

fly around it. For the first time it has been possible to apply 
this kind of coating to sur face #1 (outward-facing sur face of 
outside pane).

The suitability of ORNILUX® design bird protection glass for your 
facade will depend on the relevant building laws and nature 
conservation requirements. At an early stage in the design you 
can benefit from the expertise that we have acquired through 
numerous studies and our experience in implementing various 
building projects. When realising your bird-friendly construction 
project we also take account of geographic and architectural 
aspects as well as vegetation.

EXKLUSIVE  
BIRD-FRIENDLY 
MARKINGS

BIRD PROTECTION THROUGH METALLIC MARKINGS

YOUR KEY BENEFITS AT A GLANCE
Effective against bird strike as confirmed in flight tunnel tests
Attractive and exclusive design of your glass facade
Integration of other functions like heat insulation and sun protection  
on further glazing levels
Maximum contrast in both reflection and transmission
No strength-impairing properties compared with screen printed glass

ORNILUX® design



For ORNILUX® design a new coating process is being used for the f irst t ime that complements the screen printing process previously used. Due to the v isible 
mark ings birds perceive the glass as an obstacle. ORNILUX® design is available in the var iants dots and l ines.

WHAT WE CAN DO
Coating on the outward-facing glass surface (surface #1)
Due to the design, thermal toughening is not necessary
Support with design issues
ORNILUX® design oHT products can be supplied with optional heat treatment, 
alarm wiring and as laminated safety glass
Can be combined with thermal insulation and solar control coatings
Stock size 3.21 x 6.0 m and up to 12.0 m on request
Maximum glass thickness 12 mm

 TECHNICAL DETAILS AT A GLANCE
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ORNILUX® design dots 1), 2) reflective :6 5,7 89 85 8 8 99 31 6 12

ORNILUX® design lines 1), 2) reflective :6 5,7 85 82 11 10 99 31 6 8

1) ORNILUX® design was successfully tested in the flight tunnel test in Hohenau-Ringelsdorf/Austria with markings on level 1. Further information on request 2) Technical data for monolithic superstructures are 
approximate. Further build-ups and combinations on request.
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As part of the Arnold Glas Group, arcon® is your competent partner when it comes 
to flat glass finishing. We turn your wishes into clear solutions. Ask us.

WE‘RE HERE TO HELP.

perfection in glasswww.arcon-glass.com
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